HIGH PASSENGER CAPACITY
FLEXIBLE CONFIGURATION

EASY AND FAST PASSENGER ACCESS
RATIONAL CHOICE FOR PUBLIC TRANSPORT
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SPECIFICATIONS

Engine
Make/model
Cylinders
Volume

Max. power
Max. torque
Engine Location
Transmission

Make/model

Axles

Front

Centre

Drive axle
Differential
Make

Diff. Ratio
Steering system
Type

Turning radius
Brake system
Service brakes
Suspension

Front
Centre

Rear
Wheels
Tyres

Fuel system

Fuel tank capacity (It)
AdBlue® tank capacity (It)
Electrical system
Batteries

Alternator

Weight

Gross vehicle weight (kg)
Kerb weight (kg)

@7 Koc

DAF MX 11 Intercooler Turbo Diesel E6
6

10800 cc

271 Kw (369 HP) @ 1700 rpm

1600 Nm @ 1000-1650 rpm

Rear

Automatic Transmission (ZF Ecolife)
6 forward and 1 reverse

ZF IFSRL 82EC
ZF AV 132/800
ZF AV 132 Tag Axle

ZF
6.2

Hydraulic
12m wall to wall

Full air, ABS ASR and EBS

2 air bellows, 2 hydraulic shock absorbers,
1 levelling sensor

4 air bellows, 4 hydraulic shock absorbers,
2 levelling sensors

4 air bellows, 4 hydraulic shock absorbers,
2 levelling sensors

275/7T0R 225
(Double tyres at rear and center axle)

380
50

2 x 12 Volt, 240 Ah
24 Volt, 3x130A

29000
17500
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Doors

First doors

Second doors

Third doors

Forth doors
Dimensions

QOverall length (mm)
Overall width (mm)
Overall height (mm)
Wheelbase 1 (mm)
Wheglbase 2 (mm)
Front track (mm)

Rear track (mm)

Front overhang (mm)
Rear overhang (mm)
Max interior height (mm)
Passenger Capacity

Seats

Double flaps inward swinging
Double flaps inward swinging
Double flaps inward swinging
Double flaps inward swinging

18750
2540
3215 (Max.)
5900
6740
2158
1890
2700
3410
2438

36 seated + 128 standing
or 36 seated + 124 standing + 1 wheel chair
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